
Lead to Lithium Battery

Quick 
replacement

Optional 
Coulomb meter

Optional 
Bluetooth

Optional 
GPRS
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Specification

Capacity

Standard discharge current

Max. discharge current

Working voltage range

Standard Voltage

Max. charging voltage

Discharge depth and life

Working humidity

Operating temperature

Working altitude

Cooling method

International Protection

Product Size

Net weight

Technical Parameters

12V5Ah

64Wh

2.5A

5A

10-14.6V

12.8V

14.6V

12V8Ah

102Wh

4A

8A

10-14.6V

12.8V

14.6V

12V10Ah

128Wh

5A

10A

10-14.6V

12.8V

14.6V

12V20Ah

256Wh

10A

20A

10-14.6V

12.8V

14.6V

12V30Ah

384Wh

15A

30A

10-14.6V

12.8V

14.6V

12V50Ah

640Wh

25A

50A

10-14.6V

12.8V

14.6V

>6000 times (0.5C@25℃) Energy retention rate ≥80%

65±20%RH

-10~+50℃

≤2500m

Natural cooling

IP65

>6000 times (0.5C@25℃) Energy retention rate ≥80%

65±20%RH

0~+40℃

≤2500m

Natural cooling

IP65

152*65*98mm

0.9Kg

152*65*98mm

1.2Kg

152*65*98mm

1.5Kg

265*70*90mm

3.2Kg

265*70*90mm

4.5Kg

255*165*215mm

9Kg

255*165*215mm

16Kg

480*165*240mm

28Kg

515*235*225mm

45Kg

305*165*215mm

20Kg

480*165*240mm

30Kg

635*245*220mm

40Kg

Specification

Capacity

Standard discharge current

Max. discharge current

Working voltage range

Standard Voltage

Max. charging voltage

Discharge depth and life

Working humidity

Operating temperature

Working altitude

Cooling method

International Protection

Product Size

Net weight

12V100Ah

1.28kWh

50A

100A

10-14.6V

12.8V

14.6V

12V200Ah

2.56kWh

50A

100A

10-14.6V

12.8V

14.6V

12V300Ah

3.84kWh

50A

100A

10-14.6V

12.8V

14.6V

24V50Ah

1.28kWh

25A

50A

20-29.2V

25.6V

29.2V

24V100Ah

2.56kWh

50A

100A

20-29.2V

25.6V

29.2V

24V200Ah

5.12kWh

50A

100A

20-29.2V

25.6V

29.2V
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